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1. Introduction to YȅƻŎŜǊŀΩǎ SharePoint Connector 
YȅƻŎŜǊŀΩǎ SharePoint Connector is a Kyocera Business Application designed to simplify document 

scanning from a network connected Kyocera HyPAS-enabled MFP to a SharePoint on-premise server or 

SharePoint Cloud server to further leverage an existing SharePoint ƛƴǾŜǎǘƳŜƴǘΦ YȅƻŎŜǊŀΩǎ SharePoint 

Connector takes a scanned image and allows the user to add scanned documents to an existing 

SharePoint file structure or print documents from a SharePoint server.  

Benefits of YȅƻŎŜǊŀΩǎ SharePoint Connector: 

¶ Maximize productivity with an integrated HyPAS-enabled Kyocera MFP and Microsoft® SharePoint®  

¶ Bi-directional communication for browsing, printing and scanning from SharePoint Document 

Libraries  

¶ Leverage your IT infrastructure with the advanced functionality and capabilities of Kyocera MFPs  

¶ SharePoint Connector 5.0 supports multiple SharePoint servers, so users can access data within 

their organization quickly and efficiently  

¶ Secure and easy to deploy and implement throughout any business   

¶ Increase the return on investment (ROI) with the added-value of business application integration 
with your Kyocera MFP  

 

This document describes the components, functions, installation requirements, and steps required to 

deploy and configure YȅƻŎŜǊŀΩǎ SharePoint Connector effectively. Since YȅƻŎŜǊŀΩǎ SharePoint Connector 

offers multiple workflow and configuration options, it is essential to understand these to deploy this 

solution correctly. 

 

¶ New user interface 

¶ Single sign-on authentication on MFP 

o Username from the MFP will be used to lookup credentials in the database. If found, user 

will be logged in automatically 

¶ Card Swipe authentication 

¶ Card Self-Registration 

 

SharePoint Connector allows users to walk up to a Kyocera MFP and access documents on the 

SharePoint Server using the MFP touch screen panel.  With the connector, users can browse through the 

SharePoint document libraries and sites.  The connector enables scanning to a SharePoint server and 

printing from a SharePoint server from the MFP touch screen panel. The connector also allows the user 

to perform OCR on all the scanned documents. Performing OCR makes the text in a PDF document 

searchable through the Search feature in the SharePoint Connector.  The search results displayed are 

synonymous to the search results displayed on the SharePoint website.  
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Connecting to SharePoint  

¶ On-premise SharePoint Server 

¶ Cloud based SharePoint Server 

 
   

The SharePoint connector acts as a broker between Kyocera MFPs and the SharePoint server. 

Documents scanned at the MFP are transmitted to the connector, which submits scan jobs to 

SharePoint Document Library. Similarly, SharePoint Server accesses the documents from the SharePoint 

server and sends it to the Kyocera MFPs in a printable format.  

 Typical Operation Workflow  

1. Scan document directly from the Kyocera MFP to SharePoint Server.  

a. Log on to SharePoint server from the Kyocera MFP.  

b. Select Document Library or create Document Library.  

c. Enter indexing information.  

d. Scan and send the document to SharePoint Server.   

e. Perform OCR on the scanned document and send it to SharePoint Server.  

2. Browse and print document directly from the Kyocera MPF operation touch panel.  

a. Log on to SharePoint server from the Kyocera MFP.  

b. Browse document in the Document Library or search document using search option.  

c. Select document to print.   

Select print and the Kyocera MFP start printing the document. 

    

SharePoint Online 

SharePoint Connector 
( Windows Server ) 

LAN 

SharePoint Server 
( On - Premise Windows server ) 
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¶ Microsoft SharePoint foundation 2010  

¶ SharePoint Server 2010 Standard Edition  

¶ SharePoint Server 2010 Enterprise Edition  

¶ Microsoft SharePoint Foundation 2013  

¶ SharePoint Server 2013 Standard Edition  

¶ SharePoint Server 2013 Enterprise Edition 

¶ SharePoint Server 2016 Standard Edition  

¶ SharePoint Server 2016 Enterprise Edition  

¶ SharePoint Online (Microsoft Office 365)  

NOTE: Using the SharePoint Connector to access a SharePoint server may expend a Client Access License 

depending on server configuration.  

 

 Supported Operating Systems: 

¶ Windows Server 2016 

¶ Windows Server 2012 R2 

¶ Windows Server 2012 

¶ Windows 2008 R2 

¶ Windows 10 (32-bit and 64-bit) 

¶ Windows 8 (32-bit and 64-bit) 

¶ Windows 7 SP1 (32-bit and 64-bit) 

 

 Minimum System Requirements 

¶ RAM: 2GB 

¶ Processor: 2GHz 

¶ Disk Space (minimum): 5 GB 

¶ Microsoft .NET Framework: v.4.6 

 

 Supported MFPs 

For a full list of support MFP models, please refer to the Solutions Compatibility Chart on 

KDACentral.com. 

 

 

This section describes the steps for the IT administrator to deploy the SharePoint connector application.  
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1. Select MFPs and users.  
a. Create a list of MFPs that can access SharePoint connector and a list of the users that 

can logon to the SharePoint Server.  
2. Decide installation location  
3. Install SharePoint Connector on any PC that has access to a server running SharePoint Services.  
4. Configure connector.  

a. Require Server information and user authentication information.  
5. Configure MFPs.  

a. Point to the PC running the connector software.  Some models may require additional 
software installation.  

6. Test installation.  
7. Configure additional MFPs to scan and print documents from SharePoint server.  

 

 User Authentication Methods  

Following two authentication configurations are available:  

Authentication Method Description 

Login 

¶ Each user must enter username, password and SharePoint 
server domain name to access SharePoint documents.  

¶ All the sites and document libraries the user has access will 
be displayed.   

¶ Users have to be entirely on the SharePoint server.  

Guest 

¶ Username and password for a SharePoint server is 
programmed into the connector.  

¶ All Guest users will be logged in using this account.  

¶ All scanned documents will appear with this account.  

¶ The account must be or contained within SharePoint. 

 

hƴŜ ƻŦ ǘƘŜ ƳŜǘƘƻŘǎ όDǳŜǎǘ ƻǊ [ƻƎƛƴύ Ŏŀƴ ōŜ ŘƛǎŀōƭŜŘ ǎƻ ǘƘŀǘ ǳǎŜǊǎ ŘƻƴΩǘ ǎŜŜ ǘƘŜ ƻǇǘƛƻƴ ŀǾŀƛƭŀōƭŜ ƻƴ ǘƘŜ 

panel.  
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1. Files Required 
¶ SharePoint Connector Setup and Operation Guide 

¶ PC Software Installer 

¶ MFP Software Package 

2. Select MFPs and 
Users 

¶ Select user allowed to scan from and print to SharePoint 

¶ Select Kyocera MFPs that can access the SharePoint server 

3. Prepare PC 
¶ Select Windows PC that has access to the SharePoint server. It is not required to 

install the connector on the SharePoint server itself. 

4. Install Software ¶ Install the SharePoint Connector on the PC by running the setup utility 

5. Basic Setup 

¶ Open SharePoint Connector Settings utility 

¶ /ƭƛŎƪ ǘƘŜ ά!ŘŘέ ōǳǘǘƻƴ 

¶ Click on the Server Section: 

¶ Server Name: Enter a name for the SharePoint server 

¶ Server Address: Enter the Root Site Location of the SharePoint server 

¶ SSL: 9ƴǘŜǊ Ψ¸ŜǎΩ ƛŦ {ƘŀǊŜtƻƛƴǘ ǎƛǘŜ ǳǎŜǎ {{[Τ ΨbƻΩ ƛŦ ƛǘ ŘƻŜǎƴΩǘ 

¶ SharePoint OnlineΥ {ŜƭŜŎǘ Ψ¸ŜǎΩ ƛŦ ǳǎƛƴƎ ŀ {ƘŀǊŜtƻƛƴǘ ƻƴƭƛƴŜ ǎƛǘŜ 

¶ MFP Groups: Configure any desired MFP groups 

¶ Click on the Login Section: 

¶ Allow Domain Edit: YES 

¶ Allow Guest Login: YES 

¶ Allow Login Prompt: YES 

¶ Enter default name, password, and domain for the Guest user account 

¶ Click the Options Section: 

¶ New Folder Location: Configure default name 

¶ OCR Options: Configure OCR info 

¶ Scan Defaults: Configure Scan defaults 

6. Configure MFPs 

¶ KM-5050, 4050, 2560: Point Kyocapture function to PC running the connector 

¶ KM-620, 820: Enable Enterprise mode, then point Kyocapture function to PC running 
the connector 

¶ HyPAS Supported Models: Install the HyPAS package file, enter the IP Address of the 
PC running the connector, enter 9091 for the port 

7. Testing 
¶ Press SharePoint Connector button on Application screen 

¶ Login, browse to a location, scan and print documents from the SharePoint server 

¶ Look in SharePoint server for scanned documents and its metadata 
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YȅƻŎŜǊŀΩǎ SharePoint Connector requires the purchase of a software license from an authorized Kyocera 

or Copystar dealership. 

You have the opportunity to evaluate the software, free of charge, during two 30-day trial periods. 

YȅƻŎŜǊŀΩǎ SharePoint Connector will be disabled when the two trial periods expire, and you will be 

required to purchase a license key to be entered to continue using the application.  

 

 

YȅƻŎŜǊŀΩǎ SharePoint Connector uses the same activation method as the Card Authentication Kit, 

Teaching Assistant, Data Security Kit and the Document Guard Kit. Following the purchase of a license 

certificate, the Product ID Number is sent in an email message. You will need these items as well as the 

MFP Serial Number when you access the License Page from KDACentral. 

You will be issued a unique Activation Key once you register your option. Print this page and input this 

Activation Key number on the panel of your HyPAS-Enabled MFP or HyPAS-Capable MFP to activate it. 

 
Login to the License Key Service on KDACentral.com 
²ƘŀǘΩǎ wŜǉǳƛǊŜŘΥ  

¶ License Certificate 

¶ Product ID Number  

¶ MFP Serial Number  
 
 

YȅƻŎŜǊŀΩǎ SharePoint Connector Licensing Procedure 

1. Enter the Product ID 
from the License 
Certificate, Click Next. 
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2. Your Product will be 
verified, Click Next.  
 
 
 

 

 

 

 

 

 

 
3. Enter the MFP Serial 

Number, Click Next.  
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4. Re-enter the MFP Serial 
Number to confirm it, 
Click Next.  
 
 
 

 

 

 

 

 

 

5. Your Information will be 
verified, Click Next.  
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6. Your License Key is 
issued.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

7. Print the Page and input the License Key number on the panel of your HyPAS-enabled MFP to 
activate your Device.  

 
 
 

2. SharePoint Connector Installation and MFP Set Up  
All required files can be downloaded from KDACentral.com Dealer Portal.  

PC Software  

The PC Software can be installed freely on any compatible network connected Windows Server PC. 

Multiple instances can be installed for better distribution of processing load and fail-over redundancy. 

The PC software could be installed on virtual machines that meet the software requirements.  

SharePoint Connector 4 Setup.exe  

OmniPage OCR Add-on Setup.exe  

OmniPage is an Optical Character Recognition (OCR) engine from Nuance. This module enables 

creation searchable and editable files from paper documents.   

Basic OCR Add-on Setup.exe  

The basic OCR engine is an entry-level character recognition engine that can produce searchable 

PDFs. However, this module is not recommended for accuracy sensitive environments.  
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HyPAS Applications (MFP Software)  

Basic Version OmniPage OCR Enabled Version 

SharePoint Connector Basic.pkg SharePoint Connector OmniPage.pkg 

  

SharePoint Connector 4 is available in two versions: Basic and OmniPage OCR. Only the OmniPage OCR 

version can generate MS-Word or MS-Excel files.  

NOTE: Item codes are unique for each version. When purchasing, ensure you are ordering the correct 

version. CƻǊ ŜȄŀƳǇƭŜΣ ƛǘ ƛǎ ƛƳǇƻǎǎƛōƭŜ ǘƻ ŀŎǘƛǾŀǘŜ ά{ƘŀǊŜtƻƛƴǘ /ƻƴƴŜŎǘƻǊ п ǇƻǿŜǊŜŘ ōȅ hƳƴƛtŀƎŜέ ǳǎƛƴƎ ŀ 

ƭƛŎŜƴǎŜ ƪŜȅ ƻŦ ά{ƘŀǊŜtƻƛƴǘ /ƻƴƴŜŎǘƻǊ BasicέΦ  

 

1. Double-click the SharePoint Connector 

Installer.msi file. The Installation Wizard 

will begin and present you with the 

Welcome Screen.  
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1. Select a folder to install the software in or 

accept the default. /ƭƛŎƪ άbŜȄǘέ ǘƻ 

continue. 

 

 

 

 

 

 

 

 

 

 

 

2. Select a folder to copy the jobs when OCR 

fails. /ƭƛŎƪ άbŜȄǘέ to continue. 

  

 

 

 

 

 

 

 

 

 

 

 

 

3. Installation wizard will ask you to confirm 

ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴΦ ¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ǘƻ ά.ŀŎƪέ 

back to go back and make changes or click 

ǘƘŜ άbŜȄǘέ ōǳǘǘƻƴ ǘƻ ōŜƎƛƴ ǘƘŜ 

installation.  
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4. Installation will begin. Once installation is 

ŎƻƳǇƭŜǘŜΦ /ƭƛŎƪ ǘƘŜ άbŜȄǘέ ōǳǘǘƻƴ ǘƻ ŦƛƴƛǎƘ 

and exit the installer. 

  

   

  

 

 

 

 

 

 Basic OCR Add-on 

 To install the software, click on the self-extracting file OCR Addon.exe.   

 

1. At the welcome screen of the installation 

wizard, click the Next button to proceed.   
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2. Select a folder to install the software in or 

accept the default folder and press Next 

to continue.   

 

 

 

 

 

 

 

 

 

 

   

3. Installation wizard will ask you to confirm 

ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴΦ ¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ǘƻ ά.ŀŎƪέ 

back to go back and make changes or click 

ǘƘŜ άbŜȄǘέ ōǳǘǘƻƴ ǘƻ ōŜƎƛƴ ǘƘŜ 

installation.  

 

 

 

 

 

 

4. Once installation completes you will be 

shown a confirmation screen. Click 

ά/ƭƻǎŜέ ǘƻ ŜȄƛǘ ǘƘŜ ƛƴǎǘŀƭƭŜǊΦ 
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 OmniPage OCR Add-on 

To install the software, click on the self-extracting file OmniPage OCR Addon.exe.  

1. At the welcome screen of the installation 

wizard, click the Next button to proceed.  

 

 

 

 

 

 

 

 

 

 

   

2. Select a folder to install the software in or 

accept the default folder and press Next to 

continue.  
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3. Installation wizard will ask you to confirm 

ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴΦ ¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ǘƻ ά.ŀŎƪέ 

back to go back and make changes or click 

ǘƘŜ άbŜȄǘέ button to begin the 

installation.  

 

 

 

 

 

 

 

 

 

 

4. Once installation completes you will be 

ǎƘƻǿƴ ŀ ŎƻƴŦƛǊƳŀǘƛƻƴ ǎŎǊŜŜƴΦ /ƭƛŎƪ ά/ƭƻǎŜέ 

to exit the installer. 

  

 

 

 

 

 

 

 

 

 

 

 

  

 

Setup procedure varies depending on the device model and communication protocol selected.  

 

Two 30-day full-featured trials are allowed per MFP. For use beyond the trial period, each MFP 

installation must be activated with a unique license key obtained after purchasing the corresponding 

item code.  
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 Installation on HyPAS-Capable MFPs 

1. Download YȅƻŎŜǊŀΩǎ SharePoint Connector tŀŎƪŀƎŜ ŦƛƭŜ ŦǊƻƳ άKDACentralέ YȅƻŎŜǊŀ ŀƴŘ /ƻǇȅǎǘŀǊ 

Dealer Portal and copy it to the root of a clean USB flash drive. 

2. At the MFP control panel, open System Menu/Counter >Favorites/Application. 

3. Log in as Administrator when prompted. The default login name is Admin and the default password 

is Admin (Note: Enter capital A when enterinƎ Ψ!ŘƳƛƴΩ ŀǎ ōƻǘƘ ƭƻƎƛƴ ƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ŦƛŜƭŘǎ ŀǊŜ 

case-sensitive). 

 

4. Press Application button. 

 

 

 

 

 

 

 

5. Press Menu button. 

 

 

 

 

 

 

 



20                        Copyright © 2017 KYOCERA Document Solutions America, Inc. All rights reserved. 

6. Press Add button. 

 

 

 

 

 

 

 

7. Insert USB flash drive into the MFP. 

8. A list showing the application will appear. 

9. Select YȅƻŎŜǊŀΩǎ SharePoint Connector and press Install. 

10. After installation, press End to return to the Applications screen. 

11. Select YȅƻŎŜǊŀΩǎ SharePoint Connector and press Menu. 

12. Press Activate. The MFP will prompt for Activation Mode. If a license key is available, enter the 

license key, then select Official. Otherwise, press the Trial button to activate one of the two 30-day 

trials. One trial can last for 30 days after which time the trial button will be disabled and YȅƻŎŜǊŀΩǎ 

SharePoint Connector service will no longer start. A license must be purchased from an authorized 

Kyocera or Copystar dealer in order to restart YȅƻŎŜǊŀΩǎ SharePoint Connector service. 

 

 

13. If the Official button is pressed, the 

MFP will prompt for a license key. 

Enter it using the keypad and press 

the OK button. 

 

NOTE: License key can only be 

generated by authorized Kyocera or 

Copystar dealers. 

 

 

After YȅƻŎŜǊŀΩǎ SharePoint Connector is activated successfully, it can be executed from the main 

Application screen (opened by pressing the Application key on the control panel). 
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 Installation on HyPAS-Enabled MFPs 

¢ƘŜ Iȅt!{ ŀǇǇƭƛŎŀǘƛƻƴ ŦƛƭŜ ό{ƘŀǊŜtƻƛƴǘΦǇƪƎύ Ŏŀƴ ōŜ ŦƻǳƴŘ ƛƴ ά/Υ\Program Files\Kyocera\Sharepoint 

Connector\Iȅt!{έ ŦƻƭŘŜǊ ŀŦǘŜǊ ŎƻƴƴŜŎǘƻǊ ƛǎ ƛƴǎǘŀƭƭŜŘ ƻƴ ǘƘŜ t/κ{ŜǊǾŜǊΦ 

1. At the MFP control panel, open System Menu > Applications. 

2. Log in as Administrator when prompted. The default login name is Admin and the default password 

is Admin (Note: Enter cŀǇƛǘŀƭ ! ǿƘŜƴ ŜƴǘŜǊƛƴƎ Ψ!ŘƳƛƴΩ ŀǎ ōƻǘƘ ƭƻƎƛƴ ƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ŦƛŜƭŘǎ ŀǊŜ 

case-sensitive). 

3. Press the Add button. 

 

 

 

 

 

 

4. Insert USB flash drive into the MFP. 

5. A list showing the application will appear. 

6. Select YȅƻŎŜǊŀΩǎ SharePoint Connector and press Install. 

7. After installation, press Close to return to the Application screen. 

 

8. Select YȅƻŎŜǊŀΩǎ SharePoint 

Connector and Press Activate.  The 

MFP will prompt for Activation mode. 

If a license key is available, enter the 

license key, then select Official. 

Otherwise, press the Trial button to 

activate one of the two 30-day trials. 

One trial can last for 30 days after 

which time the trial button will be 

disabled and YȅƻŎŜǊŀΩǎ SharePoint 

Connector service will no longer 

start. A license must be purchased from an authorized Kyocera or Copystar dealer in order to restart 

YȅƻŎŜǊŀΩǎ SharePoint Connector service. 

 

9. After YȅƻŎŜǊŀΩǎ SharePoint Connector is activated successfully, it can be executed from the home 

screen. 


































